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Smoke & Heat Detectors  

Automatic smoke/heat alarms and detectors are to be 

installed where illustrated on the plans. All to be 

inter-connected, mains-wired with a battery back-up, 

incorporate sounders, and installed in accordance with BS 

5839-6:2004.

Fire detection system is to be a grade A category LD2 

system as described in BS 5839-6:2013, with detectors 

sited in accordance with the recommendations of BS 

5839-1:2017 for a category L2 system.

The existing maintenance contractor to assessed the 

existing automatic smoke/heat detectors. Existing heat 

detectors to be interlinked with the new detection 

system. All to be mains-wired with a battery back-up, 

incorporate sounders, and installed in accordance with BS 

5839-1.

Emergency lighting to be installed to BS5266-1 and 

emergency signage provided in accordance with BS5499. 

All glazing in critical locations below (800mm and 

1500mm to doors and +300mm adjacent to doors) to 

have toughened glass. Glazing and frames to be able to 

withstand a lateral force of 0.74kN/m, in accordance with 

BS 6399: Part 1. 

Both, sliding doors and fixed pane windows to have the 

manifestation of glazing installed and be in accordance 

with the approved document K4 diagram 7.2, paragraph 

7.4. 

External door and window frames to be sealed internally 

with mastic sealant, to have draught strips and perimeter 

seals installed in accordance with Building Regulation Part 

L.

New external doors and windows to achieve an overall 

U-value of better than 1.6W/(m2K). 

All new windows/doors to be fitted with trickle ventilators 

min equivalent area of 2500mm2 should be fitted.

Fire door to the basements stairs to have 30min fire 

resistance, be with self closers and smoke seals. 

Stormwater from the new roof section to drain onto the 

existing roof and discharge into the existing drainage 

system. The contractor to assess and confirm with the bco 

if downpipes need to be replaced.
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W1 -  New wall to achieve 60min. fire resistance and be 

constructed as follows: both faces to be lined with 1no 

layer of 15mm thick Gyproc FireLine boards, fixed to  

50x100mm TSW studs, joints taped, skimmed and painted 

as agreed with the employer. Mineral wool to be friction 

fitted between studs.

A 2021-08-12 PARTITION WALL CONSTRUCTION SPEC. ADDED
B 2021-10-04 AMENDMENTS AS REQUESTED BY THE CLIENT - DASHED LINE AND WALL 

OMITTED
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